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REMOVE EXISTING DOOR AND FRAME, REFRAME OPENING TO ACCOMODATE NEW DOOR PER NEW DOOR SCHEDULE
COORDINATE WITH STRUCTURAL DRAWINGS
REMOVE EXISTING DOOR AND FRAME,

EXISTING
GENERATOR z DEMOLITION/ CONSTRUCTION NOTES s seetony
1
+/-90'-9" 2 |PREPARE OPENING TO BE FRAMED PER NEW SCOPE, COORDINATE WITH STRUCTURAL DRAWINGS
[ 3 REMOVE EXISTING DOOR AND FRAME
—t PREPARE OPENING TO BE FRAMED PER NEW SCOPE —
p /I/ 4 |PROVIDE NEW LINTEL OVER NEW OPENING
L &\/ EXISTING COORDINATE WITH STRUCTURAL DRAWINGS
| H ° CONDENSER UNIT 5 EXISTING VENT TO REMAIN. CAP ALL UNUSED BRENCHES PER ALL APPLICABLE CODES
\ FACE OF CMU G.C. COORDINATE THAT VENT REMAINS IN OPERABLE CONDITION, SEE MEP DRAWINGS
r°| EXISTING SEE NEW MEP 6 REMOVE EXISTING OUTLET AND ASSOCIATED CONDUIT. COORDINATE WITH EXISTING
e PRAWINGS REWOVE EXSTING SINK CAP UTILTY LINES PEF AL APPLICRBTE CODES
@ @ 8 DISCONNECT 7 | SEE NEW MEP DRAWINGS
pS g [REMOVE EXISTING SPACE HEATER
SEE NEW MEP DRAWINGS JEFFERSON BROWNE GRESHAM
9 |EXISTING WATER SERVICE TO BUILDING G.C.COORDINATE WITH NEW SCOPE AND MEP DRAWINGS ARCHITECTS, INC.
=q— 150 HUDDLESTON ROAD, SUITE 1000
-! I_ 10 |EXISTING STUB WATER PIPE G.C.COORDINATE WITH NEW SCOPE AND MEP DRAWINGS PEACHTREE CITY, GEORGIA 30269
- EXISTING TWO GAS PIPES TO REMAIN, G.C.COORDINATE WITH NEW SCOPE(NEW 6" STUD WALL) AND 770 - 639 - 9545
11 SEE MEP DRAWINGS JEFFERSONBROWNEARCHITECTS.COM
12 |REMOVE EXISTING WALL FANS AND ASSOCIATED UTILITY CONNECTIONS, FRAME IN OPENING PER NEW SCOPE
@ I - % MATCH EXISTING BRICK VENEER, MAINTAIN WATER TIGHT ENVELOPE, COORDINATE WITH EXISTING ELECTRICAL PANEL PRINT RECORD
o 7 \ REMOVE EXISTING METAL GRATES, CAP PER ALL APPLICABLE CODES, ENSURE AND COORDINATE THAT REST (DOT INDICATES
Z 13 | OF THE UNDER SLAB WASTE LINES TO REMAIN FUNCTIONAL ARE NOT AFFECTED # DESCRIPTION SHEET WAS REVISED)
O \ SEE NEW MEP DRAWINGS 1 REVISION PER CLIENT
14 | REMOVE PIPE WITH WALL VENT CAP AND FRAME IN THE OPENING, MAINTAIN WATER TIGHT ENVELOPE JUNE 21, 2021
e ]
| S ’=( —' 0 EXISTING 15 | REMOVE EXISTING OUTLET, SWITCH AND ASSOCIATED CONDUITS. COORDINATE WITH EXISTING
s CONDENSER UNIT ELECTRICAL PANEL AND NEW MEP DRAWINGS
- = L] REMOVE EXISTING OVERHEAD DOOR AND ASSOCIATED UTILITY CONNECTIONS
Yy SEE NEW MEP 16
= S PREPARE OPENING FOR NEW FRAMING TO ACCOMMODATE NEW STOREFRONT UNIT PER NEW SCHEDULE
x _o=25 ©0 DRAWINGS 17 |EXISTING OPENING TO REMAIN, REMOVE EXISTING WINDOW AND PREPARE FOR
EXISTING WINDOW TO REMAIN 'l\' ARG = ~ NEW STOREFRONT UNIT PER NEW SCHEDULE
Y e % \0“2'_ REMOVE PLUMBING FURR-OUT WALL 18 |REMOVE EXISTING DOOR AND FRAME,USE 3-5/8" MTL.STUD TO FRAME EXISTING OPENING AT 16" O.C.
|_ NZ 23 | 7] . y . USE 2' GYPSUM BOARD AND FILL CAVITY WITH SOUND BLANKETS.PROVIDE STC 50 MIN.
U |
P o % z | | % Z | Z \,}I\/ [ F 2 252 19 |PREPARE EXISTING SLAB TO RECEIVE NEW FLOOR PER NEW FINISH PLAN
=
|_ _I lte) L 46" 5 | — —— et f‘ o() |EXISTING ACOUSTICAL CEILING TO REMAIN /\
O 1 REMOVE WALL 3 " [ ] " [ ] G.C.SEE NEW REFLECTED GEILING PLAN FOR NEW DROPPED ACOUSTICAL CEILING INFORMATION 1
N\
—O— N 21 | SEAL CRACKS IN EXISTING CONCRETE FLOOR
_/ | ) . | | e e T
EXISTING PlF’TEOCISEUI\jms @ 22 |EXISTING GYPSUM BOARD AT +/-13-3" AT BOTTOM OF EXISTING ROOF TRUSS/ FRAMING TO REMAIN
/. l 23 | REMOVE EXISTING CARPET AND PREPARE FLOOR TO RECEIVE NEW FLOORING PER NEW FINISH SCHEDULE
EXISTING GYPSUM BOARD CEILING AT +/-8-1"TO REMAIN, G.C.SCRAPE EXISTING CEILING TEXTURE AND

| O 26 REMOVE EXISTING VCT AND PREPARE FLOOR TO RECEIVE NEW FLOORING PER NEW FINISH SCHEDULE
BLOWN THERMAL INSULATION _— @
BETWEEN EXISTING CEILING FRAMING AT +/-13'-3"

27 REMOVE ALL EXISTING PLUMBING FIXTURES+ACCESSORIES AND CAP WASTE AND SUPPLY LINES PER
ALL APPLICABLE CODES

| £

TO REMAIN AS 1S [— |

28 | REMOVE EXISTING ACOUSTICAL DROPPED CEILING SEE NEW REFLECTED CEILING PLAN

G.C. FILL IN ANY VOIDS AND MATCH EXISTING DEFPTH OF THE PERMANENTLY

7 4 24 PROVIDE SKIM COAT TO RECEIVE NEW PAINT /1\
i ] T N~ N ' N~ hd NN N~ N~ NN N~ N NN N~ NN N~ A NNV N N
\® 4 //ﬂ:u:ﬂ\///)== N 25 REMOVE EXISTING FLOOR TILE AND PREPARE FLOOR TO RECEIVE NEW FLOORING PER NEW FINISH SCHEDULE

EXISTING CANOPY TO REMAIN SEE ARCHITECTURAL AND MEP DRAWINGS

G.D. INSULATION LOCKED DOOR

G.C.PROVIDE BID ALTERNATE TO REMOVE EXISTING CANOPY TO ACCOMODATE NEW BID ALTERNATE CANOPY DESIGN
’( 30 REMOVE CABINETS, HOOD AND ALL EXISTING PLUMBING FIXTURES+ACCESSORIES, CAP WASTE AND SUPPLY LINES
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PER ALL APPLICABLE CODES

31 G.C. EVALUATE EXISTING DOOR , FRAME AND HARDWARE AND COORDINATE FINAL FINISH ,TYPE OF HARDWARE,
KEYING ETC. WITH NEW SCOPE,SEE NEW DOOR SCHEDULE

SEE NEW SCOPE ARCHITECTURAL AND STRUCTURAL DRAWINGS
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‘ w 32 REMOVE EXISTING WINDOW, FRAME IN OPENING TO MATCH ADJACENT WALL,

33 EXISTING FLOOR DRAIN PIPE TO REMAIN, REMOVE DRAIN ITSELF TO RECEIVE NEW PER NEW MEP DRAWINGS

52 RELOCATE EXISTING FIRE EXTINGUISHER CABINET PER NEW SCOPE.
VERIFY THAT FIRE EXTINGUISHER COMPLIES WITH ALL APPLICABLE CODES OR PROVIDE NEW

53 REMOVE EXISTING DOOR SILL AND CLEAN SLAB AND PREPARE FOR NEW ADA SILL AND TO TRANSION TO NEW ADA RAMP/ LANDING
PER NEW SCOPE, EXISTING CONDITION - LEVEL DIFFERENTIAL BETWEEN TOP OF THE SLAB AND LANDING FRONT OF THE DOOR IS
MORE THAT ADA REQUIREMENTS ALLOW PROJECT

L
) A G.C. COORDINATE ALL EXISTING CONDITIONS Z
‘ J _ — 4-5 EXISTING CMU DEMISING TENANT WALL WHICH DOES NOT EXTENDS ALL THE WAY TO ADJACENT TENANT ROOF DECKING,
F EXISTING PIPE COLUMN REMOVE WALL S CMU WALL STOPS +/- AT 13' AFF,
i 34 |G.C. PROVIDE BID ALTERNATE EXTENDING EXISTING ROOF DECKING FOR SECURITY OR OTHER REASONS OWNER MIGHT HAVE
o J O TO REMAIN IO EXTENTION WALL FRAMING 2X6 WOOD STUDS AT 16' O.C. WITH ONE LAYER OF 2' GYPSUM BOARD ON EACH SIDE WITH SOUND BLANKETS
EXISTING PIPE C OLUI\/IN—/ — N - J G.C. AFTER BID COORDINATE WITH THE OWNER IF DEMISING WALL EXTENSION IS WANTED. o—
Z SEE STRUCTURAL DRAWINGS FOR DETAILS N ALL LIGHT FIXTURES, SPEAKERS, SMOKE DETECTORS, HVAC DIFFUSERS ETC. I— g
TO REMAIN PRIOR REMOVAL OF THIS WALL AF } — | 35 |TO BE TEMPORARILY REMOVED FROM EXISTING CEILING, SEE NEW REFLECTED — )
14 vk | | CEILING PLAN FOR LIGHT FIXTURES TO BE REUSED OR FOR NEW LIGHTS, SEE MEP DRAWINGS ( ) Wl &
o I:I 36 |EXISTING MECHANICAL EQUIPMENT TO REMAIN LIJ ) O
O @ SEE NEW MEP DRAWINGS AND COORDINATE NEW DESIGN WITH EXISTING CONDITIONS I I I Z 0
é ¢4 y 37 | G:C.COORDINATE EXISTING MECHANICAL DUCTWORK WITH NEW SCOPE, NEW CEILING AND | D w N
O o +0-1 |/2" - SEE NEW MEP DRAWINGS AND COORDINATE NEW DESIGN WITH EXISTING CONDITIONS > <t
@ T T.OFLOOR | 1 38 [CAP EXISTING FLOOR DRAIN PER ALL APPLIGABLE CODES I | I < <
|33 T 23 SEE NEW MEP DRAWINGS — ™M
274 39 |EXISTING ROOF VENT REMOVE AND CAP, PATGH REPAIR ROOF OR SEE Z N FH
37 NEW MEP DRAWINGS IF VENT IS TO REMAIN O O —
o N 4(Q |EXISTING ELECTRICAL PANELS N o™ @)
) ) Ttec ] - 1% N SEE NEW MEP DRAWINGS Z
l_hgv Y O 41 |EXISTING HOT WATER HEATER I I I =
| | | ‘ N i N SEE NEW MEP DRAWINGS Z =2 0O
% 54 7z > 40 |EXISTING TRANSFER SWITGH TO REMAIN m O S
H / }<| SEE NEW MEP DRAWINGS AND NEW SCOPE FLOOR PLAN -/ O o
—— EXISTING U 473 |EXISTING ELECTRICAL SERVICE , L
&' BOLLARD U - SEE NEW MEP DRAWINGS ~ E
/] )N = . = REMOVE EXISTING WINDOW- KEEP EXISTING HEADER AND LINTEL - NEW WINDOW WILL USE EXISTING LINTEL — X
7]/ ,_ _| / @ 44 | PREP OPENING FOR NEW NARROWER WINDOW PER NEW WINDOW SCHEDULE, SEE STRUCTURAL DRAWINGS <
47 ‘ / 45 |REMOVE EXISTING VINYL CEILING, EXISTING GYPSUM CEILING AT BOTTOM OF CEILING FRAMING TO REMAIN R ( , L
@ ( 46 EXISTING BLOCK WALL - PROVIDE NEW BEAM OVER NEW OPENING, v1\
—o— i s COORDINATE WITH NEW REMODEL SCOPE,SEE STRUCTURAL DRAWINGS
_/ ‘ “: W A b 47 EXISTING PULL DOWN LADDER TO BE REMOVED, j I I I
EXISTING PIPE COLUMN |: D—— :| > S G.C. PROVIDE NEW ONE TO FIT EXISTING OPENING
Yo EXISTING TO REMAIN |_ J d 5 48 | REMOVE EXISTING SLIDER WINDOW AND FRAME IN OPENING.MATCH ADJACENT WALL. COORDINATE WITH KEY NOTE #49!
GAS METER N S = EXISTING PIPE COLUMN = é 49 VERIFY EXACT LOCATION OF THE POINT LOAD COMING FROM THE ROOF NEAR EXISTING SLIDER WINDOW AND
Z |_ _| u TO REMAIN 5O COORDINATE WITH KEY NOTE #48. EXISTING LOCATION OF THE POINT LOAD FROM ABOVE TO REMAIN.
4 \° == 50 VERIFY EXACT LOCATION OF THE POINT LOAD FROM ROOF PRIOR DEMOLISHING WALL. FOLLOW STRUCTURAL DRAWINGS FOR NEW I I I
ANS) STRUCTURAL DESIGN .
EXISTING £ =z 51 [G.C. VERIFY IF WATER SERVICE DROP IS IN THIS FURR OUT WALL AT THIS LOCATION AND CONTINUES TO ADJACENT TENANT >\
6" BOLLARD | VERIFY IF ACCESS PANEL IS NEEDED TO ACCESS EXISTING VALVES, ETC. AND PROVIDE ACCESS PANEL AS NECESSARY :
S()
a
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I
x EXISTING WINDOW TO REMAIN

E}Z\

f 54 |CAP EXISTING FLOOR DRAIN PER ALL APPLICABLE CODES, ENSURE AND COORDINATE THAT REST OF THE UNDER SLAB
WASTE LINES TO REMAIN FUNCTIONAL ARE NOT AFFEGTED, SEE NEW MEP DRAWINGS
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g @ GENERAL DEMOLITION NOTES
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WALL FINISH PANELING TO REMAIN ON THIS WALL
I
N

PAULLEE
GRESHAM

1. CONTRACTOR SHALL CONFIRM ALL EXISTING CONDITIONS AND STRUCTURAL MEMBERS THAT WILL BE
4 @ FRAME IN AFFECTED BY CONSTRUCTION PRIOR TO STARTING ANY WORK. INFORM THE ARCHITECT OF ANY
n S n 2 NEW WALL a FACE OD EXISTING DISCREPANCIES FOR PROPER COORDINATION.
w % w [0 @ / W o4 FINISHED WALL 2. CONTRACTOR SHALL CONFIRM THAT ALL EXISTING ELECTRICAL & MECHANICAL HAS BEEN REMOVED AS
225" - 2 +/-13-0" REQUIRED TO ACCOMMODATE NEW FLOOR PLAN LAY-OUT.
REMOVE WALL

THE EXISTING BUILDING ENVELOPE SHALL BE MAINTAINED IN WATERTIGHT CONDITION AT ALL TIMES.
PROTECT ALL EXISTING FINISHES THAT ARE TO REMAIN.
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WHEN APPLICABLE, THE OWNER HAS FIRST SALVAGE RIGHTS ON ALL ITEMS REMOVED. FINAL DRAWING
— == vewu ” = (r ] ‘ 1 — FOR REVIEW PURPOSES ONLY
I 5. THE CONTRACTOR SHALL PERFORM ALL WORK THAT DOES NOT REQUIRE A DISCONNECTION OF Release Date: May 95, 9091
- ELECTRICAL SERVICE PRIOR TO DE-ENERGIZING ANY PANELS, CIRCUIT BREAKERS, SWITCHES, ETC. '
SEAL
g H @ 6. WHEN APPLICABLE ALL ELECTRICAL CIRCUITS OR SYSTEMS WHICH PASS THROUGH OR ARE AFFECTED —
a _/ BY THIS WORK SHALL BE MAINTAINED IN A COMPLETE AND FULLY OPERATIONAL CONDITION. PROVIDE
TEMPORARY WIRING AND/OR CONNECTIONS, IN COMPLETE CONDUIT SYSTEMS, AS REQUIRED TO
w MAINTAIN FULL OPERATION OUTSIDE THE AREA OF CONSTRUCTION. PROVIDE PERMANENT
EXISTING CANOPY 1S TO REMAIN CONNECTIONS ON THOSE ITEMS WHICH ARE RELOCATED TO ACCOMMODATE NEW CONSTRUCTION. ANY
BID ALTERNATE 1S REMOVE ROOF CANOPY CIRCUITS THAT ARE LIBERATED AS RESULT OF THIS DEMOLITION SHALL BECOME SPARE. D E MO LITIO N
TO ALLOW BID ALTERNATE FOR NEW CANOPY DESIGN 7. WHEN APPLICABLE REMOVE ALL ELECTRICAL LIGHTING FIXTURES AND THEIR ASSOCIATED JUNCTION
GUTTER AND DOWNSPOUTS DEMO NOTE FLOOR ELEVATION NOTE BOXES, CONDUIT, WIRING AND ANY OTHER ELECTRICAL ITEMS AS REQUIRED FROM ALL SECTIONS OF
EXISTING CEILINGS BEING REMOVED. WHERE THE CEILING IS BEING REPLACED, THEN THOSE ITEMS

WHICH WERE REMOVED SHALL BE REINSTALLED AFTER THE NEW CEILING IS IN PLACE - IF APPLICABLE,
SEE MEP DRAWINGS. COORDINATE ELECTRICAL DEMOLITION WITH CONCURRENT GENERAL DEMOLITION.

TOP OF THE EXISTING FLOOR SLAB 1S O'-0" UNLESS NOTED OTHERWISE

REMOVE EXISTING DOWNSPOUTS AND ASSOCIATED EXISTING GUTTERS AND

REPLACE WITH NEW ONES PER NEW SCOPE AND IN THE SAME LOCATION AT SIDE AND
8. WHEN APPLICABLE, EXISTING FIRE ALARM DEVICES AND RELATED CONDUIT AND WIRING ARE TO BE
BACK OF THE BUILDING.NEW GUTTERS AND DOWNSPOUTS TO EXISTING SIZES AND BE REMOVE REMOVE DEMO WALL LEGEND|DEMO DOOR LEGEND REMOVED. SMOKE DETECTORS SHALL BE TURNED OVER TO THE OWNER.
GARK BROZNZE FINISH. WOOD BENCH WOOD BENCH DRAWING TITLE
9. WHEN APPLICABLE, EXISTING PAGING SYSTEM SPEAKERS AND ASSOCIATED CONDUIT AND WIRING ARE
TO BE REMOVED AS REQUIRED IN CEILINGS BEING REPLACED. CLEAN SPEAKER COVERS AND REINSTALL E FCF?E ;;’ ’é‘ﬁ HBTR 09\(;/%& GRESHAM
|: :I DEMOLISH WALL / H ALL SYSTEM RELATED DEVICES REQUIRED IN CEILINGS. PROVIDE TEMPORARY WIRING AS REQUIRED TO ARCHITECTS, INC.
- MAINTAIN SYSTEM OPERATION DURING CONSTRUCTION AS NECESSARY. THIS DOCUMENT AS AN
- A REMAINS THE pROPERTY OF
X ; P REMOVE u:I:I XISTING 10. DISPOSE ALL FLUORESCENT LAMPS AND OTHER MERCURY-CONTAINING ITEMS IN A PROPER HAZARDOUS
”IIIIIM EXISTING WALL EDDOOR AND (m DOOR WASTE RECYCLING FACILITY OR PROGRAM. JAERFCF}—EIRTSEOCFT‘ sB RA?I\)L()/ NNEOGPR/E ETH A
THEREOF MAY BE REPRODUCED IN
FRAME TO REMAIN ANY FORM WITHOUT WRITTEN

11. MAKE PROVISIONS TO BACK FEED OR RE-CIRCUIT ANY ITEMS THAT ARE EXISTING TO REMAIN WHICH ARE
PERMISSION FROM JEFFERSON
DEMOLITION PLAN AFFECTED BY THE DEMOLITION.

1 e o BROWNE GRESHAM ARCHITECTS.
FLOOR CUTTING AND PATCHING NOTE 12. PROVIDE ALL TEMPORARY BRACING AND SHORING REQUIREMENTS NEEDED DURING DEMOLITION TO Drawn By:
INSURE THE STRUCTURAL INTEGRITY OF THE EXISTING BUILDING IS MAINTAINED. COORDINATE WITH SKEO
STRUCTURAL DRAWINGS FOR ADDITIONAL INFORMATION “Checked By: |
SEE NEW ARCHITECTURAL FLOOR PLAN AND MEP DRAWINGS FOR NEW FLOOR DRAINS AND —_
NEW PIPING LOCATIONS. G.C. USE SELF-LEVELING UNDERLAYMENT AS NEEDED 13. SALVAGE REMOVED DOORS, REPAIR AND REUSE IF IN GOOD CONDITION. COORDINATE NEW HARDWARE PLG
TO PREPARE FOR NEW FLOORING. FUNCTION WITH NEW DOOR SCHEDULE. PROJECT #
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